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Ordering Information Specification
MSW-0 1 A-0Q-LS 1.#1#& Rating: ( ) 10A 125/250VAC
#8{F5 Operating force (A) 16A 125/250VAC
I E Lever length (B) 5A125/250VAC
i FF2E Terminal options 2 3ZfbEaPE Contact Resistance:20mQ max
FBESHE Circuitry trait 3 #4358 Insulation Resistance:500VDC 100MQ mi
& Rating 4 nsulation Resistance: min
KTHFi3E Lever options 4 fife8 /% Dielectric Strength:1500VAC, 1Minute
F=&FS Product order 5 IRERE Ambient Temperature:-25°C ~ +85°C
HENFFX Micro switch 6.B8 5% Electrical Life:100,000 Cycles
Circuitry trait Terminal options Operating force
0 D) (2) ) Q) m
7 /, [,
CTow| Toow| Tooe| | il | dlfg] | =blif L :35g+15g
O N oN fﬁ\:ﬁ %ﬁgm e\—%’@ 511609‘_*'409
oO—NO O—NOo o N s | 45 | %\
e : — H:320g+80g
6.3%0.8 4.8%0.8 4.8X0.5

MSW-01 ON-(ON)

20.240.3

10A 125/250VAC o J LU i
% A —
MSW-01A ON-(ON) L? SEETS }‘ZT
1 ) 9.2
16A 125/250VAC e = s ) |
SPDT 3P =z 105

MSW-02 ON-(ON)

10A 125/250VAC ‘ o
MSW-02A ON-(ON) ] M Tm

5 16A 125/250VAC To & I

. SPDT 3P — e H
L=13; 27; 38; 53 =
MSW-03 ON-(ON) a “ o
10A 125/250VAC B | | = @y
MSW-03A ON-(ON) o E I i ol
16A 125/250VAC R }:7 ]
SPDT 3P AN e — B
L=12; 25 i

MSW-04 ON-(ON)

10A 125/250VAC ‘ =
A ol ]
MSW-04A ON-(ON) : E‘%Lg T=—
B B T

16A 125/250VAC P | — = -

SPDT 3P 52






